PERFORMANS BEYANI ot e 1

No / Number: A- ALP/03

1. Uriin tipi kimlik kodu / Unique identification code of the product-type:
Algi Levha / Plasterboard

2. Yapi malzemesinin tip, parti veya seri numarasi ya da tanimlanmasini sagjlayacak diger unsurlar (Bu Yonetmeligin 13 iincii maddesinin
dordiincii fikras1 geregince) / Type, batch or serial number or any other element allowing identification of the construction product trade name
and contact address of the manufacturer in accordance with Article 13 (4):

BOARDEX ROOF, GM-FH1R - Yiiksek sicakhiga karsi gekirdek kohezyonu iyilestirilmis, su emme orani azaltilmig, dayanimi artinlmig cam elyaf
silteli levha. / Improved core adhesion at high temperature fire resistance and reduced water absorption rate gypsum board improved with mat
reinforcement.

3. Yapi malzemesinin ilgili uyumlastiriimis teknik sartnamesine gire imalatgi tarafindan dngériilen kullanim amaci veya amaglari / Intended use:
(Gati levhasi / Roof board

4. imalatcinin ady, tescilli ticari unvani veya tescilli markasi ile adresi (Bu Yonetmeligin 13 iincii maddesinin besinci fikrasi geregince) / Trade
name and contact address of the manufacturer in accordance with Article 13(5) o
Dalsan Algi Sanayi ve Ticaret A.S. - Kirsehir Bala Karayolu, 35. Km. Ogulbey Koy Civari, 06830 Gélbagi, Ankara, TURKIYE

5. Mevcut ise, yetkili temsilcinin adi ve adresi: (Bu Yonetmeligin 14 iincii maddesinin ikinci fikrasinda belirtilen grevleri haiz) / Where
applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 14(2):
N/A

6. Yapi malzemesinin performansinin degismezliginin degerlendirilmesi ve dogrulanmasi sistem veya sistemleri: (Bu Yonetmeligin Ek-5’inde
belirtilen.) / System or systems of assessment and verification of constancy of performance:
Sistem 3 ve Sistem 4/ System 3 and System 4

7. Uyumlastinlmis bir standart kapsaminda olan bir yapi malzemesine iliskin performans beyaninda / Performance concerning a construction
product covered by a harmonised standard:

TS EN 15283+A1 TSE (Tirk Standartlar Enstitiisii / Turkish Standards Institution)
CE Firma Beyani / Self Declaration

8. Hakkinda diizenlenmis bir Avrupa Teknik Degerlendirmesi olan bir yapi malzemesine iliskin performans beyaninda / In case of the declaration
of performance concerning a construction product for which a European Technical Assessment has been issued:
N/A

9. Beyan edilen performans / Declared performance:

Temel karakteristikler / Essential Uyumlastinimis Teknik Sartname
characteristics Performans / Performance Harmonised Technical Specification
Yangina Tepki (TS EN 13501-1’e gore) AT
Reaction to Fire (Acc. to 13501-1)
Kesme Dayanimi / Shear Strength 1070 N
Su Buhari Gegisine Direng Katsayisi / Water 16
Vapour Resistance Factor .
Isil iletkenlik / Thermal Conductivity 0,22 W/ m.K EN 15283+A1. 2012
Hava ile Yayilan Sesin Yalitimi / Airborne
Sound Insulation Bkz.Dalsan Algi Teknik Kitabi / See Dalsan
Garpma Direnci / Impact Resistance Algi literature
GUrtlti Emme / Acoustic Absorption

10. Bu EK’in birinci ve ikinci fikralarinda tanimlanan yapi malzemesi, bu Ek’in 9 uncu fikrasinda beyan edilen performansa sahiptir.
The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.

11. Bu performans beyanina iliskin tiim sorumluluk yalnizca bu EK’in dordiincii fikrasinda tanimlanan imalatciya aittir. / This declaration is issued
under the sole responsibility of the manufacturer specified in point 4.

imalatei adina imzalayan / Signed for and on hehalf of company hy:
ANKARA Ocak / January 2017

Serafettin TURAN
Satig ve Pazarlama Miidiirii / Sales&Marketing manager
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